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Environmental Protection Agency § 265.402 

§ 265.383 Interim status thermal treat-
ment devices burning particular 
hazardous waste. 

(a) Owners or operators of thermal 
treatment devices subject to this sub-
part may burn EPA Hazardous Wastes 
FO20, FO21, FO22, FO23, FO26, or FO27 
if they receive a certification from the 
Assistant Administrator for Solid 
Waste and Emergency Response that 
they can meet the performance stand-
ards of subpart O of part 264 when they 
burn these wastes. 

(b) The following standards and pro-
cedures will be used in determining 
whether to certify a thermal treatment 
unit: 

(1) The owner or operator will submit 
an application to the Assistant Admin-
istrator for Solid Waste and Emer-
gency Response containing the applica-
ble information in §§ 270.19 and 270.62 
demonstrating that the thermal treat-
ment unit can meet the performance 
standard in subpart O of part 264 when 
they burn these wastes. 

(2) The Assistant Administrator for 
Solid Waste and Emergency Response 
will issue a tentative decision as to 
whether the thermal treatment unit 
can meet the performance standards in 
subpart O of part 264. Notification of 
this tentative decision will be provided 
by newspaper advertisement and radio 
broadcast in the jurisdiction where the 
thermal treatment device is located. 
The Assistant Administrator for Solid 
Waste and Emergency Response will 
accept comment on the tentative deci-
sion for 60 days. The Assistant Admin-
istrator for Solid Waste and Emergen-
cy Response also may hold a public 
hearing upon request or at his discre-
tion. 

(3) After the close of the public com-
ment period, the Assistant Adminis-
trator for Solid Waste and Emergency 
Response will issue a decision whether 
or not to certify the thermal treatment 
unit. 

[50 FR 2005, Jan. 14, 1985] 

Subpart Q—Chemical, Physical, 
and Biological Treatment 

§ 265.400 Applicability. 
The regulations in this subpart apply 

to owners and operators of facilities 

which treat hazardous wastes by chem-
ical, physical, or biological methods in 
other than tanks, surface impound-
ments, and land treatment facilities, 
except as § 265.1 provides otherwise. 
Chemical, physical, and biological 
treatment of hazardous waste in tanks, 
surface impoundments, and land treat-
ment facilities must be conducted in 
accordance with subparts J, K, and M, 
respectively. 

§ 265.401 General operating require-
ments. 

(a) Chemical, physical, or biological 
treatment of hazardous waste must 
comply with § 265.17(b). 

(b) Hazardous wastes or treatment 
reagents must not be placed in the 
treatment process or equipment if they 
could cause the treatment process or 
equipment to rupture, leak, corrode, or 
otherwise fail before the end of its in-
tended life. 

(c) Where hazardous waste is continu-
ously fed into a treatment process or 
equipment, the process or equipment 
must be equipped with a means to stop 
this inflow (e.g., a waste feed cut-off 
system or by-pass system to a standby 
containment device). 

[Comment: These systems are intended to be 
used in the event of a malfunction in the 
treatment process or equipment.] 

§ 265.402 Waste analysis and trial tests. 
(a) In addition to the waste analysis 

required by § 265.13, whenever: 
(1) A hazardous waste which is sub-

stantially different from waste pre-
viously treated in a treatment process 
or equipment at the facility is to be 
treated in that process or equipment, 
or 

(2) A substantially different process 
than any previously used at the facil-
ity is to be used to chemically treat 
hazardous waste; 
the owner or operator must, before 
treating the different waste or using 
the different process or equipment: 

(i) Conduct waste analyses and trial 
treatment tests (e.g., bench scale or 
pilot plant scale tests); or 

(ii) Obtain written, documented in-
formation on similar treatment of 
similar waste under similar operating 
conditions; 
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